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h4any  future space missions will usc Cadmium Zinc ‘1’cllurjdc (CdZnTc)  gamma-ray detectors bccausc
their operation at room temperature makes compact, lightweight detector systems possible. Even though
instruments for space  using CdZnTe  detectors have already been built, the effect of the high-energy par[iclc
space environment on these detectors has not been measured, To clcterminc  the effect of cne.rgetic  charged
J>articlcs  on these detectors, we have bombarded several CdZnTe detectors with 199 MeV protons at the
lndiana [University Cyclotron Fiacility.  Planar detectors of area J cmz and thickness 2-3 mm from both eV
Products and Digirad were irradiated, along with a 2 x 2 array of proprietary design from Digirad. [Jsing
standarcl gamma-ray sources, lhc response of the clctectors was measured before and after bombarc]ment in
steps up to flucnces of S x 10~ p cm-2. Significant effects from the proton irradiation were observed in the
gamma-ray spectra. in particular, the peak positions of the lines in the spcctrurn were shifted downward
proJ>ortional  to the. flucnce.  The explanation is almost certainly the production of electron traps by the high
energy proton interactions, resulting in a clccrcasc of the mobility-lifetime (pT) procluct  of the electrons,
Calculations with a simple moclel show that a decrease in electron trapping lcngt}l  leads to a clownward  shift of
the peak position, in agre.cme.nt  with the observations of the irradiation exJ>crinmnts.
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Solid state gamma-ray detectors are known to suffer radiation damage when flown in space. For
cxanlJJlcl,  conventional electrode coaxial Cic detectors show resolution clqgradation from protons with energy
above 100 h4cV at a flucnce of approximate] y 2 x 10T p cm-a, Rcvcrsc clcctrodc G clctectors are nlorc
resistant to radiation effects; in acce]crator  expcrimc.nts  with high -encrg y prot ens, the energy reso]ut ion bcgi ns
tc~ (Jcgradc at flucnccs  of a few x 10S p cnl-’2 for dctectcws  COOJCC1 to 90 K, At higher temperatures, clcgradaiion
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begins at a lower fJuence2.

CclZn’I’e clctcctors  were proposed for several instruments in NASA’S mid-siz.ec]  ExJ>lorer  program,
including the Energetic X-ray imaging Survey Telescope (EXIS1’)3.  There was little information on t}]e
bc}]avior of these dcte.ctors in a space environment which, for the proposccl EXIST orbit of 500 km altitude
and 30° inclination, was exJ>ccted  to bc a proton flux above 100 McV of 1 x 10g p cm-’2 y- I , To bc able to
predict their behavior on this mission, several CdZn”J’e  dctcc.tors were irradiated at the ]ncliana University
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Cyclotron Facility at proton  energies typical of those expected in space. The fluence levels for the irradiation
cxpcrimcnt were chosen to begin well below the IcveJs where clarnagc coLdd bc cxpcctecl,  then increasing well
past the point w})crc danmgc  was observccl.  Based on experiments with Ge and Si detectors, radiation can
prcxiucc changes in (ictector  leakage current, and in peak l]osition, cmrgy  resolution, and efficiency.

Several detectors were used in the experiments, Two planar clctectors were purchased from CV
Pro(iucts;  one 10 x 10 x 3 n~m~,  one 10x 10x 2 mm~. ‘1’wo detectors were furnished by l>igirad;  a 10x 10x
2 mn13 jdanar, and a 2 x 2 array 3 mm thick  with each pixel 3 x 3 nln~2.  A summary of the detector
characteristics is given in ‘1’able  1.

l)ctcctor Bias Voltage I eakage Resolution at Pulscr
(v) Chmnt (nA) J 22 kcv Resolution

_(kcV I;WHM) (keV IJWHM)

ev 3 mm 300 12 3.4 2.4
Cv 2 nlm 200 17 5.6 2.4

l)igirad 2 mm 150 7 7.2 ?).0

i-~igirad  Array 500 14
A 5.5 2.6
B 5.7 2.6
c 4.9 2.6
D 5.7 2.6

‘1’ab]c 1. Characteristics of CdZnl’c Ilctcctors  usecl for irradiation 1 ixpcrimcnts

The prcan)p]ificr  used was CV Products mode] 550-5093. An Or[cc 572 amplifier was used, with best
resolution obtained at 0.5 microseconds shaping titnc. A Kcithley  237 High Voltage Source Mtasuremcnt  [Jnit
was USCC1 to supply bias voltage and to measure the leakage cmmt. The detectors were opc.rated in a brass test
fixture purchascc] from CV Proclucts.  Bias voltage was applied through a BNC connector which also scrvccl as
the input to the. preamplifier (AC coupled). The fixture had a thin beryllium window which allowed the
spectrum to range down to a few keV. ‘I”hc detectors were operated with the gamma rays inciclcnt on the
negative. clcctrodc to minimize the effec[s of hole trapping. All spc.ctra  were. taken and all irradiations were
carried out wit h the detectors at room tempcrat  we.

The clctcctors were characterized before the, irradiation using calibmtecl  sources of241 Am and 57C0.  At
several bias voltages, the leakage current was me.asurcd, and the peak position, resolution, and FEP efficiency
for each gamma-ray line was dctmnincd.  For the 122.1 keV line, the measurecl  FEP efficiency of the planar
detectors is about 25% of that calculated from the photon absorption coefficients. l’his discrepancy arises from
the low mobility ancl short trapping length for the holes. in some events, holes are trapped before reaching the
cathode and the resulting charge pulse is less than full energy. 11: other events the. holes  reach the cathock,  but
the travel time is lol~gcr  than the 0.5 microseconds shaping time of the amplifier and ballistic deficit resu]{s in a
pulse with lCSS  than full energy. These events form the large feature seen from 20 keV to 110 keV in the STCO
spectrum of a p]anar, such as the 3 mm eV detector shown in Figure ]. Fly using a proprietary dc.sign, Di.girad
has been able eliminate this feature and increase the 1 ~lif’ efficimcy, as shown in Figure 2.
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2. PROTON IRRAD1A’J1ON E<XEIH?I.MI,PJIS AND ANAI ,YSIS— .—— ——.

‘1’hc irradiation experiments were performed with 199 McV protons from the lnctiana University
Cyclotron liacility  (l~JCF). A Radiation Iiffccts Research Station has been developed at I~JCI; which proviclcs
a convenient facility for these cxpcrinlcnts4.  At this station, the proton beam passes through a collimator, a
secondary electron monitor (SI;M), and a thin Kapton vacuum window into a short air gap where the detectors
being tested are positioned. The beam spot at this point is as large as 7 cm in diameter. Considerable cffoll has
been made to provicle an accurate measure of the fluencc  incident upon the cievices  being tested. Before the
irradiation, the SEM is calibrated by insertion of a rcmotcdy  actuatecl  beam stop/I; araday cup located between
the S};M and the vacuum window. The calibration beam stop is removed ancl the intensity profile of the beam
spot is measured by the exposure of GA1;(IIROMIC  films at the target position. The films are then scannecl
photometrically into cligitized profiles in the dosimetry  computer. lo perform the irradiation, the calibration
beam sto]) is moved away and the SEM measures the beam current through the collimator and onto the target.
l’hc SEM currents and the information from the film am then USCCI to compute the proton flucncc. ‘l’he
irradiation is carriccl out under conlpLltcr  control, the beam stop being Inovccl  back into place aLltonlatically
when the correct flucnce is attained. ‘l’his was the proccdLm adopted: irradiate detectors to a planned flucnce,
nlcasLm the leakage cLmcnt, peak position, and rcsolLltion  at 59.5 and 122.1 keV, repeat Llntil the n~axinlLm~
flLlcncc  is rcachcd. irradiations began at the ] x 108 p cm-? flLIcncc  level and were incrcascd to S x 109p  CnI-2 .

It was planned that the clctectors  woLIld remain in the brass test fixtLm for the irradiation and the
n~casL]rcnumt  of the gamma-ray spectra, After the first irradiation, however, the brass became very radioactive,
plodLlcing  a background which interfered with the calibration sources. So in all sLlbseqLlent  tests, the CdZn7’e
detectors were removed from the fixtLm,  wrapped and placed in a plastic box for irradiation, then removed
from the box and placed in the test fixture for acqLlisition  of spectra, nominally for 300 seconds live time.

‘1’ab]c  2 S}IOWS the peak position, resolL]tion  and leakage cLlrrent at each step of the irradiation for the
eV 21111 n detector. 1 ‘igurcs  3 and 4 show the spectra of the calibration sources for the CV 3 mm cletector before
the. irradiation and after a flLlencc  of 5 x 109 p cnl-’2  for ~“l Am and 57C0. ‘1’able 3 shows the peak position,
resolution ancl leakage current for the CV 3 mm detector, It is clear from the rcsLllts  that the peak position of
Samma ray lines is shiftccl  downward as a rcsu]t of the irradiation.

‘1’able 2. SLmmlary  of results for the eV 2 mm detector irradiation

—,
59.5 kcv 122.1 kcv

— .—
ldLlcnce Peak Channel RcsolLltion Peak (hanncl Rcso]Lltion 1.cakage Current

(lo~ p cm-q (kcV I;WHM) (kcV FWIIM) (nA)— .— “---
0 299 3.6 625 6.0 17
1 ----- ----- ---.- -----
2

-----
----- ----- ----- -_--- -----

5 294 3.6 617 5.6 22
10 290 3.4 610 5.8 21
20 282 3.6 589 6.1 21
50 255 3.5 546 6.5 16—0
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‘J’hc charge collected for a 3 mm detector with AC=- 4 cm ant] &O. 1 cm, is shown in Figure 5, a]ong
with the separate contributions from electrons and holes. A computer program has been written to calculate the
spectrum  for photon energies of 59.5 and 122,1 IccV, using values for hc from 4 to 0.5 cm and for All from
0.1 to 0.05 cm. IMector thicknesses of 0.3 cm ancl 0.2 cn] were. used, and the exponential attenuation of the
gamma rays in the detector was jnclucled.  ‘1’hc program dots not yet take into account ballistic deficit or
various statistical processes; it is planned to add these,  fcatum later. Results arc shown in F’igurc  6 for
k]] = 0.1 cm and two values of kc, 4 cm and 0.5 cm. It is evident that a dccreasc in }!T for the electrons can
account for the clc.crease in pcalc  position seen in the radia[ion  damaged detectors.

Charge collection in the Digirad array does not follow the model clcscribcd  above for the planar
detectors. “1’hc Digiracl ar~ay also showed radiation clan~a~e  at 5 x 109 p cm-~, but the peak position dicl not
change lincar]y  with the fluence.  An anneal at 100° C. for 16 hours brought the away back to its performance
before it radiation.

(W accelerator experiments indicate that radiation effects will be impor[ant  for instrLlnm~ts using
Cc17JlTc  in futLm space experiments, IIigh energy protons produce c]e.ctron traps which reduce the mobi]ity
lifetime product for the elcctlon carriers. “l’his  results in a shift of gamma-ray peaks to lower pulse  height  and
degraded energy resolution. Full performance can bc restored by annealing the darnagccl detectors.

‘1’his paper presents the results of onc phase of research conducted at the Jet Propulsion I.abmatory,
California institute of ‘I”echno]ogy,  under contract with the National Aeronautics and Space Administration.
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